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Terminal 2 169 W6 x 460 mm button head bolt and recess nut
777 /f’f 1 wlth a rectangular plate washer under the
! & bolt head and a steel washer under the nut. ﬁ
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CONNECTION TO STRUCTURE
Mi6 x 255 button head bolt and recess nut Mie x 255 button head bolt and VERT|CA|_ FACE
with a rectangular plate washer under the recess nut with a rectangular
bolt head and a steel washer under the nut. plate washer under the bolt head. WOOD POSTS
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Steel plate /

16 mm thickness

BEARING PLATE

50

>~ 28 mm dra.

holes (typ.)

SECTION A-A [ ‘

Secure block from
rotatlon with 16d
galvanized nall.

Top of payement
at face of rall

L
— N\

SECTION B-B

Two nested W beam rail elements )

Two nested W beam
rail elements

— Single W beam rail
element for rubrall

1:10 or
flatter

i ,
Post and block L N
SECTION ¢-C

Single W beam rail element

950

950 ) _Standard post

NOTE:

4.

o

6.

secfion
=

L.:(AN\‘\MZ_ZI H.S. hex bolts with

bearing plate or an approved
Concrete Insert anchor assembly.

PLAN

Pay Limits Connection to Structure

L—c

\_Pay Limits Guardrail

. The rubrall may be shop bent In the last

. Furnish hardware In the metric slzes shown.

STATE

Dimensions not labeled are in millimeters

950 mm to facllitate Installation.

Center drlll wood blocks for rubrall located
on posts | through 4. Secure blocks to post
| through 3 with MI6 carrlage balts.

Posts I, 2, 3, 4 and 6 require an additional
hole to attach wood blocks for rubrail and/or
the rubrail.

Do not bolt nested W beam or rubrall W beam
to posts and blocks on posts I, 2, 3 and 5.
Bolt blocks directly to posts,

Reinfarced concrete wall or bridge parapet
must be capable of developing a 265 kN
pull out strength.

Equlvalent Imperial sizes may be used when
metric sizes are not available.

WoOD BLOCKS
FOR RUBRAIL
POST | THICKNESS
D 125
[©) 100
[€) 75
@ 50




